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ZONELESS INDUCTION HOBS
TECHNICAL INFORMATION & DRAWINGS

MODEL NUMBER
Frame

Width (cm)

ZONE SPECIFICATIONS
Induction

Continuum (81 x 40cm)

Continuum (81 x 40cm) (kW)

HOB FEATURES
Number of pans simultaneously

Number of cooking modes

Number of power settings

Control panel

Temperature control

Control position

Boost function

Number of timers

Start control function

Preset functions

Elapsed Time

SAFETY FEATURES
Residual heat / hob indicators

Child lock

Auto-safety shut off

Anti-overflow

Anti-overheat

Automatic pan detection

Small object detection

Cleaning lock

Control panel lock

Electronic power monitor

DIMENSIONS
Aperture H / W / D (mm)

Appliance W / D (mm)

Packed H / W / D (mm)

Net weight (kg)

Gross weight (kg)

ELECTRICAL CONNECTION
Electric power (kW)

Supplied with cable

Electrical connection 

Fuse rating (amps)

DTiM1000C
Chromium

93

Zoneless

1 area

10.8

5

3

16

TFT touch screen

Touch slider

Front

•

5 x 99 minutes

•

•

•

•

•

•

•

•

•

•

•

•

•

90 x 893 x 488

97 x 930 x 520

300 x 630 x 1080

30

34

10.8

Yes

220-240 / 50Hz 

63

DTiM1000C


